
Specifications subject to change without notice

Dimension

HS-MSW802PoE Switch
Standard PoE Switch

Model HS-MSW802

Uplink / Downlink Port 2 x 10/100/1000M Base-TX

POE Port 8 x 10/100/1000M Base-TX

LED Indicators PWR, PoE, Link/Act LED

Network Standard IEEE 802.3 10Base-T, IEEE 802.3u 100Base-TX, IEEE 802.3x Flow Control, IEEE 802.3az

Network Media
10BASE-TX: UTP category 5, 5e cable (≤250m)
100BASE-TX: UTP category 5, 5e cable (≤150m)
1000BASE-TX: UTP category 5e, 6 cable (≤150m)

Traffic Control IEEE 802.3x full-duplex flow control

PoE Standard IEEE802.3af, IEEE802.3at, per port max 30W

PoE Pin Assignment V+ (RJ45 Pin 1, 2), V- (RJ45 Pin 3, 6)

Extend Function Port Lightning protection, Power lightning protection, solid vlan

MAC Address Table 8K

Switching Capacity 20G

Thermal Methods Built-in noiseless fan

Total Power Supplies 150W

Relative Humidity 20% ~ 85% (non-condensing)

Input Voltage 100V~240V AC~50/60Hz (for power adapter)
48VDC (for PoE switch)

Operating Temperature 0°C ~ 40°C

Storage Temperature -10°C ~ 70°C

Dimensions TBD

L2 management
Total 150W power supply
8x10/100/1000Mbps POE
2x10/100/1000Mbps RJ45 ports
2x10/100/1000Mbps SFP ports
IEEE 802.3, IEEE 802.3u, IEEE802.3af, IEEE802.3at standard
Power adapter with over load / over temperature / over bolt protection
Separate circuit for POE and D.C.
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